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EXCELLENCY IN CONSTRUCTION P

Inner structure

The hull structural strength is a key factor in overall
boat safety, and in its resistance to ever-demanding
ocean conditions.

Maintaining the highest profile of structural frames
among boat builders, and the highest number og
longitudinal and transversal stringers, the Elan inner
structure is one of the most comprehensive rein-
forced structure on the market today.

Adding a unique combination of gluing and laminat-
ing techniques to the inner mould to the hull joint is
the final proof Elan yachts are build to last.

Keel joint

The cast iron ore lead keel is attached to the hull by
premium grade stainless bolts that are highly resist-
ant to corrosion.

The internal structure grid ensures the best possible
strength and flexibility in beating to windward, or in
severe groundings. Before fitting each Elan keel is
sealed for protection and smooth finish.
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Chainplates

Chainplate loads are spred via High Quality marine
stainless steel rods to metal plates incorporated into
the inner structure.
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Hull - deck joint

To preserve the design shape of the hull prior to the
joint, specially designed metal jigs are used. Use of
an in-turning wide flange offers a strong support for
the deck an a large surface for bonding material. Hull
and deck are joined together by a 3-way technique:
Gluing of the hull an deck parts together, use of stain-
less steel bolts for mechanical shear, fastening and
laminating of the joint at the bow and transom area to
allow for even greater stiffness and sturdiness. 100%
reliability with no recorded failure in thousands of
miles of tough ocean conditions.




High Quality materials

Carefully selected materials are subject to our
strict quality control. Use of high technology
materials, from the latest research, enable us to
optimise the laminate plan of each yacht. Quad-
riaxial- and multiaxial- glass fibre, Kevlar® rein-
forcements at the mast support and bow area,
Aramat® and Dyvinacell® all contribute to the
well known strength of an Elan yacht.

Use of Vinyl ester pre-laminate and Isophtalic
polyester laminate which insures perfect antios-
mosis protection and superb mechanical prop-
erties to weight ratio.

Gelcoat spraying

Apart from the aesthetic function, a layer of gel
coat is used to prevent water penetration into
the laminate and preserve its stiffness over long
periods of time. In order to achieve the highest
level of consistency in quality and thickness, the
HQ gel coat is being sprayed by computer-oper-
ated nozzle in a carefully monitored production
process.

VAIL

The proper goal in hull construction is to pro-
duce the required strength and stiffness with the
least weight of material. Unnecessary weight
makes a yacht more difficult to manage, and
less enjoyable to sail. With our own system of
Vacuum Assisted Infusion Lamination - VAIL the
results were more than promising.

Gelcoat spraying

Inner structure

Germanischer Lloyd

All our yacht are under constant supervision of Ger-
manischer Lloyd. With its long history of more than
150 years Germanischer Lloyd is setting the highest
demands in boat building industry today. Each ELAN
yacht is carrying a GL certificate as ultimate proof of
her quality, durability and safety.

Only in that way do we know we have fulfilled the
owner’s expectations.

The Elan range of performance cruising yachts and
Impression cruisers are all built under permanent
technical supervision of Germanischer Lloyd for Sail-
ing Yacht specification on a hull structure designed to
give any sailor confidence.
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Technical specifications

Lenght overall 10.46 m
Hull lenght 9.99 m
Beam 349 m
Draft 1.60 m
Displacement  approx. 6.000 kg
Engine 19 HP/29 HP
Water capacity 2381/ 468 |
Fuel capacity 1101
Air draft 14.90 m
Main sail 27,80 m?
Genoa 30,25 m?
Spinnaker 79,50 m?
| 1250 m
J 3.70 m
P 11.64 m
E 4.01m
Boat design category CE A
Design Rob Humphreys
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EXCELLENCY IN DESIGN

Rob Humphreys is an award-winning designer known
internationally for his expertise in designing sailing
yachts that successfully combine fast, modern hulls
with all the comfort and convenience demanded by to-
day’s cruising sailor. The Humphreys design team has
an enviable track record of designing racing boats for
the world’s leading events, including the America’s Cup
and the Whitbread Round the World Race, as well as for
leading sailors such as Ellen MacArthur. In parallel with
its ground-breaking racing work Humphreys Yacht De-
sign has built a reputation for consistently creating pop-
ular and capable cruising boat ranges for internationally
known builders such as Elan Marine, Oyster Marine and
Northshore Yachts.

“Working on the Impression 344 has been a very in-
teresting task because it takes the Impression ethos of
comfortable living down into the most competitive sec-
tor of the family cruising yacht market. Her distinctive
looks immediately mark her out as an Impression, but
the overall design has enabled us to produce the feel of
an altogether bigger boat than her 10 metre hull length.

We were very conscious that this size of sailing boat is
popular with cruising families and charterers through-
out the sailing world, putting space both above and be-
low decks at a premium. By making maximum use of
the volume inside the generously proportioned hull we
have created an exceptionally roomy and airy boat that
provides more living space then many boats of consid-
erably greater length. The saloon, galley, heads; all feel
as though they belong to a much larger craft, charac-
terised by extravagant headroom and plenty of natural
daylight.

Rob Humphreys

On deck we continued the theme of easy spacious-
ness by creating a cockpit with the space to seat the
crew in comfort around a permanent table, while
providing nearby corner seats mounted on the push-
pit to give panoramic views from a snug and secure
vantage point. All sail controls have been also been
brought back to the cockpit, enabling the boat to be
easily handled by a small crew if required.

The Impression concept is all about creating an on-
board environment that is easy to live with over a
long period, and in this respect the Impression 344
will invite long stay-aboard periods. And with a fine
turn of speed under sail and power, she will offer her
owner considerable cruising scope.”









